APES Energy Primer

This handout provides a brief introduction to the major systems of measurement used in science and technology with a special focus on energy terms useful for the environmentalist. READ all of the text—you are responsible for understanding these units.  Complete the practice problems at the end, showing all your work.

Work and Energy
Physicists define energy as "the ability to do work," and the term "work" in physics is defined as force multiplied by the distance through which the force acts. Thus, we get the idea that energy is the property that allows one to move objects from one place to another and thereby accomplish some physical labor or "work." Energy itself may appear in a variety of forms -- e.g., solar energy, electrical energy, chemical energy, thermal energy, nuclear energy, etc. -- but the bottom line is that all forms can be used to do work. Thus, all units of energy must ultimately be reducible to those of work -- i.e., force x distance. From Newton's law, we know that force is mass x acceleration. So, extending the above table we have: 

	Force =
	Mass x
	Acceleration

	newton
	kg
	m/s2



And, finally, we have the table for energy: 

	Energy =
	Force x
	Distance

	joule
	newton
	meter



Note that although the newton and joule are named for persons, they are not capitalized when used as a unit of measurement. However, the corresponding symbols (N and J), are capitalized when used independently. The joule is a relatively small amount of energy, but it is used most often in scientific work. The energy content of one large donut, for instance, is about 106 joules


The Calorie
Joule showed that heat and mechanical energy are equivalent, and his careful measurements gave us what we refer to today as the "mechanical equivalent of heat": 

1 calorie = 4.186 joules

You may recall that one calorie is the amount of heat required to raise the temperature of one gram of water by one Celsius degree. One kilocalorie would increase the temperature of 1 kg of water by the same amount.

The energy content in fuels is measured by burning them to exhaustion and capturing the heat that is released. This heat can be transferred, say, to a container of water where a temperature increase is measured. Knowing that one calorie per gram is required to increase the temperature of the water then allows one to determine the energy content of the fuel in terms of calories. This number can then be converted to other energy units using Joule's conversion factor. 


The Btu
Another popular unit of heat energy is the Btu (British thermal unit). One Btu is the amount of heat required to raise the temperature of one pound of water by one degree Fahrenheit. Using the conversion factors of 2.2 lbs/kg and 1.8 F°/C°, and Joule's equivalent, we find that: 

1 Btu = 252 cal = 1055  J. 

One Btu is approximately the amount of heat released by burning one large kitchen match. 

Btus are commonly used in the United States to rate water heaters, furnaces, and air conditioners. A typical natural gas household water heater, for instance, might be rated at 40,000 Btu/h and a furnace at twice this, or 80,000 Btu/h. These numbers, of course, give the rate at which heat can be produced by the burners of these units. The heating values for fuels are often stated in terms of Btus per unit weight. Coal, for instance, has a typical heating value of 25 million Btu/ton, and petroleum 37 million Btu/ton. 

The Therm
Gas companies in the U.S. often measure sales in terms of "thermal units" or therms. One therm is defined as 100,000 Btu, and natural gas at normal temperature and pressure has a heat value of 1030 Btu/ft3. Thus, one therm is very nearly equal to 100 cubic feet of natural gas: 
1 therm = 105 Btu / 1030 Btu/ft3 = 97.1 ft3 ≈ 100 ft3 

Gas companies also use "American Engineering" terminology instead of standard SI scientific notation.  1 ccf = 100 cubic feet, and 1 mcf = 1000 cubic feet, and one million cubic feet is written as 1000 x 1000 cf or 1 mmcf. 


Power
Power is the term that is used to describe energy flow. Power is defined as "the time rate of doing work" and normally is measured in joules/second. In the SI system the unit of power is the watt (W).
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1 watt = 1 joule/second

Power is also measured in "practical" units of horsepower (hp), where 1 hp = 550 ft-lbs/s. This is equivalent to 746 watts, or about 0.75 kW. 

Perhaps because most electric appliances are rated in terms of their power requirements, power and energy are often confused when dealing with electrical energy. But, just as when filling the tank of your car at the gas station you must ultimately pay for the total number of gallons pumped, not the rate at which you pumped it, so with electricity we pay for the total number of joules of electrical energy consumed, not the power or rate at which it was delivered. 

In the U.S., electrical energy is usually measured in terms of kilowatt-hours (kWh), because this is a practical unit for the utility company as well as the customer. The relation between kilowatt-hours and joules is easy to determine:
1 kWh = 1000 J/s x 3600 s = 3.6 x 106 J

Again, we see how small a joule is in practical terms. One kWh is the energy required to power ten 100-watt lightbulbs for one hour. The average home in the U.S. uses about 10,000 kWh of electrical energy per year. 

Electric Power Plants
Electric utility power plants are rated in terms of their capacity to deliver electric power. For instance, a large coal-fired or nuclear plant might be rated at 1000 MWe (megawatts). The "e" subscript on the W stands for "electric" and is a signal that the rating is for the "output" capacity of the plant, not the energy input. Input energy is usually measured in terms of the heating value for the fuel -- Btus for coal, for instance. If the plant operates at, say, 40 percent efficiency, then the energy input required for such a plant can be computed as follows: 

If this energy is supplied by coal with a heating value of 25 x 106 Btu/ton, then coal would need to be input at a rate of
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Operating at full capacity 24 hours a day, such a plant would consume about three million tons of coal per year. 

Solar Energy
Another valuable use of power in environmental analyses deals with solar energy. The sun, of course, provides radiant energy for all life on earth, and the rate at which this energy is received is referred to as solar flux, representing the power per unit area received at a given location. At the position of the Earth's orbit, this number is about 1400 W/m2, and is referred to as the solar constant. This means that a flat panel of 1 m2 placed outside the earth's atmosphere and oriented perpendicular to the sun's rays would receive 1400 joules per second of solar energy. 

The atmosphere absorbs about half of this energy, so that 700 W/m2 is about the maximum amount that reaches the earth on a hot summer day in the tropics. Averaging over day and night for all seasons and all latitudes, this is further reduced to about 240 W/m2 as the average solar radiation received at the earth's surface. Cloud cover and other factors reduce these numbers even further. In the U.S., for example, Tucson, Arizona, enjoys an annual average solar flux of 250 W/m2, but Cleveland receives only 160 W/m2. Obviously, such numbers have implication for the merits of solar heating and cooling as well as biomass growth in various locales. 

 Practice Problems  Use the conversion factors from above to answer these.
1. Given that 1 kcal of heat is required to increase the temperature of 1 kg of water by 1°C:
a. How many kcals would be required to heat 100 kg of water by 20°C for a bath?
b. How many joules is this? 
c. How many Btus?
d. If your water heater can supply 40 kBtu/h, how long will it take to heat this water? 

2. a. Given that 1 kWh = 3.6 MJ and that 1 Btu = 1055 J, show that 1 kWh = 3412 Btu. 
b. Why would it be incorrect to use this conversion factor directly to determine the amount of coal required to generate electricity in a power plant? 

3. A typical home in the northern U.S. might require 120 MBtu of heat for the average winter. 
a. If this heat were supplied by a natural gas furnace operating at 60 percent efficiency, how many cubic feet of gas would need to be purchased? 
b. At a cost of $0.90/ccf, what would it cost to heat this house for one season? 
c. If a new 80 percent efficient furnace could be installed at a cost of $4000, how long would it take to pay back the cost of this furnace assuming gas prices remained the same? 

4. Suppose the house in problem 5 is located in Cleveland where the annual average solar flux is 160 W/m22. If 10 m2 of solar panels operating at 20 percent efficiency were installed on this house to collect and store solar energy in the form of hot water: 
a. How much energy could be gained in one year in this manner? 
b. What fraction of the annual heating requirement is this? 
c. Using the hot water heating requirements for a bath from question 1c., how many hot baths would this energy supply in one year? 


5. With moderate winds, a modern large wind turbine can generate about 250 kW of electricity, whereas a large nuclear power plant can generate 1000 MW. 
a. How many wind turbines would be required to give the same output as one nuclear power plant? 
b. Discuss some of the advantages and disadvantages to providing electrical power by each method. 

6. Batteries are usually rated in terms of ampere-hours, indicating the current that the cell is capable of delivering for a specified time. A typical D-cell flashlight battery, for instance, might be rated at 3 ampere-hours. The total electrical energy available from such a battery is found by multiplying the ampere-hour rating by the battery voltage. Thus, this same 1.5 volt D cell could deliver 4.5 watt-hours of electrical energy. 

Convert this energy to kWh and compare the cost of electrical energy derived in this manner to that of standard "grid-based" electricity. Assume that the battery costs $1.00 and that electricity from the power company is available at $0.10/kWh. 

7. Answer the questions below regarding the heating of a house in New England.  Assume the following:

The house has 2,000 square feet of living space.

80,000 BTUs of heat per square foot are required to heat the house for the winter.

Oil is available at a cost of $1.50 per gallon.

One gallon of oil supplies 150,000 BTUs of heat energy.

The furnace in the house is 80% efficient.

Calculate the following, showing all the steps of your calculations, including units.

a. The number of gallons of oil required to heat the house for one winter

b. The cost of heating the house for one winter

8. The table below gives prices and heat energy content for various fuels that are commonly used for home heating. Fuel prices are given as per-unit cost for fuel delivered to the home. Complete the table by filling in the last two columns and thereby compare the cost of home heating by these various methods. In your computations, assume that the home requires 120 M Btu of heat for a season and that gas- or oil-fired furnaces operate at 80 percent efficiency. Assume that electrical heating is 100 percent efficient. 


	Fuel
	Price
	Energy Content of Fuel
	Cost per MBtu
	Cost of Home Heating

	Nat. gas
	$1.14/ccf 
	1030 Btu/cf
	 
	 

	Propane
	$1.69/gal
	92 k Btu/gal
	 
	 

	Fuel oil
	$1.93/gal
	133 k Btu/gal
	 
	 

	Electricity
	$0.10/kWh
	3412 Btu/kWh
	 
	 


Notes�1 Prices quoted are for home delivery of respective fuels at rates available in the north central U.S. in 2005. �2 Computations assume a heating requirement of 120 MBtu for the "average" home in the northern U.S. Efficiencies of 80 percent are assumed for gas or oil furnaces. Heat from electricity is assumed to be delivered at 100 percent efficiency in the home. �3 Homes designed for electric heating are usually insulated more thoroughly than those designed for gas or oil.








